**Clamping elements KST**

- Clamping elements for continuous adjustability in mounting pneumatic cylinders Series P and D.
  - For connection of pipe to the clamping elements KST 32, KST 40 and KST 50, 2 straight connectors (e.g. B1-6-1/8) and 2 elbow connectors (e.g. B5-6-1/8) will be required additionally.
  - For connection of pipe to the clamping elements KST 63, 2 double swivel screw fittings (e.g. DSVPM 6-12-63) and 2 elbow connectors (e.g. B5-6-1/8) will be required additionally.
  - Clamping elements cannot be used for cylinders with factory-made centre mounting arrangement (Type PMxx)
  - Including fastening bolts M8

**Types:**

**KST 32:** Clamping element for continuous adjustability in mounting pneumatic cylinders Type POxx-32 / PUxx-32

**KST 40:** Clamping element for continuous adjustability in mounting pneumatic cylinders Type POxx-40 / PUxx-40 / DOxx-40 / DUxx-40

**KST 50:** Clamping element for continuous adjustability in mounting pneumatic cylinders Type POxx-50 / PUxx-50 / DOxx-50 / DUxx-50

<table>
<thead>
<tr>
<th></th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
</tr>
</thead>
<tbody>
<tr>
<td>KST 32</td>
<td>Ø 36,0mm</td>
<td>50mm</td>
<td>21mm</td>
<td>10mm</td>
</tr>
<tr>
<td>KST 40</td>
<td>Ø 44,5mm</td>
<td>60mm</td>
<td>15,75mm</td>
<td>20mm</td>
</tr>
<tr>
<td>KST 50</td>
<td>Ø 55,5mm</td>
<td>60mm</td>
<td>Ø 10,5mm</td>
<td>20mm</td>
</tr>
</tbody>
</table>
KST 63: Clamping element for continuous adjustability in mounting pneumatic cylinders Type POxx-63 / PUxx-63 / DOxx-63 / DUxx-63

For special types, please inquire