**Thermo bulbs:**

♦ When using thermo bulbs (glass tubes) in VdS approved valves, be sure no bulbs are used other than those tested together with the appropriate valve (see valves)
♦ Some types available in packing units (PU) only

**Types:**

- **G5-RWA-68** (red):
  Thermo bulb dia. 5mm, nominal temperature 68°C
- **G5-RWA-93** (green):
  Thermo bulb dia. 5mm, nominal temperature 93°C
- **G5-RWA-110** (green):
  Thermo bulb dia. 5mm, nominal temperature 110°C
- **G5-RWA-141** (blue):
  Thermo bulb dia. 5mm, nominal temperature 141°C

- **G8-RWA-68** (red):
  Thermophiole Ø8mm, nominal temperature 68°C,
  1 VE = 200 pcs.
- **G8-RWA-93** (green):
  Thermo bulb dia. 8mm, nominal temperature 93°C,
  1 VE = 200 pcs
- **G8-RWA-110** (green):
  Thermo bulb dia. 8mm, nominal temperature 110°C,
  1 VE = 200 pcs
- **G8-RWA-141** (blue):
  Thermo bulb dia. 8mm, nominal temperature 141°C,
  1 VE = 200 pcs

For special Thermo bulbs, please inquire

**Ejector for taped thermo bulbs:**

♦ Manually operated ejector for dia. 5mm taped thermo bulbs. Please order required taped thermo bulbs in packing units of 1.000, 1.500, 2.000 or 2.500 pieces
♦ By actuation of the ejecting lever, one thermo bulb will be ejected at a time

For automatic ejector, please inquire