**Compression type fittings**

- Compression type fittings with brass body
- Captive cutting ring integrated in union nut
- Maximum operating pressure 60 bar
- Available in packing units (PU) only

**Straight connector type B1** (male thread)

- B1-6-1/8: pipe OD 6 mm, thread 1/8", 1 packing unit = 100 pieces
- B1-8-1/8: pipe OD 8 mm, thread 1/8", 1 packing unit = 100 pieces
- B1-6-1/4: pipe OD 6 mm, thread 1/4", 1 packing unit = 100 pieces
- B1-8-1/4: pipe OD 8 mm, thread 1/4", 1 packing unit = 50 pieces

**Straight connector type B2** (female thread)

- B2-6-1/8: pipe OD 6 mm, thread 1/8", 1 packing unit = 100 pieces
- B2-8-1/8: pipe OD 8 mm, thread 1/8", 1 packing unit = 50 pieces
- B2-6-1/4: pipe OD 6 mm, thread 1/4", 1 packing unit = 100 pieces
- B2-8-1/4: pipe OD 8 mm, thread 1/4", 1 packing unit = 100 pieces

**Union type B3**

- B3-6: pipe OD 6 mm, 1 packing unit = 50 pieces
- B3-8: pipe OD 8 mm, 1 packing unit = 50 pieces

**Bulkhead fitting type B4**

- B4-6: pipe OD 6 mm, 1 packing unit = 50 pieces
- B4-8: pipe OD 8 mm, 1 packing unit = 50 pieces

**Elbow connector type B5** (90° connector)

- B5-6-1/8: pipe OD 6 mm, thread 1/8", 1 packing unit = 100 pieces
- B5-8-1/8: pipe OD 8 mm, thread 1/8", 1 packing unit = 50 pieces
- B5-6-1/4: pipe OD 6 mm, thread 1/4", 1 packing unit = 50 pieces
- B5-8-1/4: pipe OD 8 mm, thread 1/4", 1 packing unit = 100 pieces
Elbow union type B6  (90° union)

B6-6: pipe OD 6 mm, 1 packing unit = 50 pieces
B6-8: pipe OD 8 mm, 1 packing unit = 50 pieces

T-connector, axial, type B7

B7-6-1/8: pipe OD 6 mm, thread 1/8", 1 packing unit = 100 pieces
B7-8-1/8: pipe OD 8 mm, thread 1/8", 1 packing unit = 50 pieces
B7-6-1/4: pipe OD 6 mm, thread 1/4", 1 packing unit = 50 pieces
B7-8-1/4: pipe OD 8 mm, thread 1/4", 1 packing unit = 50 pieces

T-connector, 90°, type B8

B8-6-1/8: pipe OD 6 mm, thread 1/8", 1 packing unit = 100 pieces
B8-8-1/8: pipe OD 8 mm, thread 1/8", 1 packing unit = 50 pieces
B8-6-1/4: pipe OD 6 mm, thread 1/4", 1 packing unit = 50 pieces
B8-8-1/4: pipe OD 8 mm, thread 1/4", 1 packing unit = 50 pieces

T-union type B9

B9-6: pipe OD 6 mm, 1 packing unit = 50 pieces
B9-8: pipe OD 8 mm, 1 packing unit = 50 pieces

Union nut type B10  (with cutting ring)

B10-6: pipe OD 6 mm, 1 packing unit = 100 pieces
B10-8: pipe OD 8 mm, 1 packing unit = 100 pieces
Liner sleeve type B12
for use in plastic hose with compression type fittings

B12-6: hose 6 x 1 mm (OD 6 mm, ID 4 mm), 1 packing unit = 100 pieces
B12-8: hose 8 x 1 mm (OD 8 mm, ID 6 mm), 1 packing unit = 100 pieces

Other screw fittings

Connector type R6
with rubber seal made of NBR

R6-6-1/8: OD 6 mm, thread 1/8”, 1 packing unit = 50 pieces
R6-8-1/8: OD 8 mm, thread 1/8”, 1 packing unit = 50 pieces
R6-6-1/4: OD 6 mm, thread 1/4”, 1 packing unit = 50 pieces
R6-8-1/4: OD 8 mm, thread 1/4”, 1 packing unit = 50 pieces

Coupling type A3
A-3-1/4: thread 1/4”, 1 packing unit = 50 pieces

For other types, please inquire

Sealing plugs

- Sealing plugs with brass body
- Maximum operating pressure 60 bar
- Available in packing units (PU) only

Sealing plug with male thread type A7
with rubber seal made of NBR

A7-1/8: thread 1/8”, hexagon socket 3 mm, 1 packing unit = 100 pieces
A7-1/4: thread 1/4”, hexagon socket 6 mm, 1 packing unit = 100 pieces
Sealing cap with female thread type A8

A8-1/8: thread 1/8", wrench size 14 mm, 1 packing unit = 100 pieces
A8-1/4: thread 1/4", wrench size 17 mm, 1 packing unit = 100 pieces

Sealing pin type R9
for compression type fittings

R9-6: OD 6 mm, 1 packing unit = 50 pieces
R9-8: OD 8 mm, 1 packing unit = 50 pieces

For other types, please inquire

Mufflers

- Mufflers of sintered brass, with male thread
- Available in packing units (PU) only

Muffler type S1

S1-1/8: connecting thread 1/8", 1 packing unit = 10 pieces
S1-1/4: connecting thread 1/4", 1 packing unit = 10 pieces

For other types, please inquire